'C6711 One-Day Workshop Installation

Notes

Some notes about these installation instructions:
o Primarily written for classroom installation (for CompUSA or other such classrooms)

o Additional details have been included to assist those others (such as Tl customers or
employees) who want to install the DSK on their own systems, though, thisis not the
intended audience.

Checklists

Verify CompUSA requirements
Verify hardware specifications for all 13 PC's (see pg. 4 of this guide)

Verify working data projector (1024 x 768 resolution) attached to Instructor PC
4" x 8 (or better) White Board ( + whiteboard markers)
Flip Chart

HiEIEIN

Verify receipt of items from Texas Instruments
‘C6711 One-Day Workshop Installation Guide (this document)

Student Workshop Manuals (1 per student)

Student Workshop CD-ROMs with VAB Registration-Key sticker (1 per student)
DSK boards (includes CCS v2.0 CD-ROM) (1 per student)

Master 1-day Workshop Installation CD-ROM (for classroom installation)

Class Roster with return mailer

0100000 E]
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Checklists

Installation Checklist
To beinstalled on each workstation:
‘C6711 DSK Hardware

Code Composer Studio (version 2.0)
Acrobat 4 (or 5)

Visua Application Builder (VAB)
Workshop Lab Files

Configure CCS Desktop Icon
Configure Windows Explorer

Test DSK Installation (Confidence Test)

OOodoooonn

Run and configure CCS

A2 -2
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Specifications

Specifications

13 PC’s: 12 Student + 1 Instructor PC
(provided by classroom vendor)

Hardware
e 17" Monitor (or better) set at 1024 x 768 resolution and 16-bit color
e Pentium |l 266 MHz (or better)
e 64MB RAM (or better)
e 600 megabytes of hard-disk space
e Read/Write access to C:\ drive
e 3.5" Floppy disk drive
e CD-ROM drive
e Open Parallel Port (EPP preferred)
o Amplified external mono speaker w/mini plug
e A/C power at each station — need A/C power for TI DSP board (DSK)
e Cablesto connect to Speaker and Audio source
e Audio source (PC sound card, portable audio player, etc.)

Software/Other
e Win98, WinNT4, Win2000 ONLY
e Microsoft Excel 97 (or later)
e Windows Media Player (or some other midi player)
e Internet Explorer 4.0 (or Netscape Navigator 4.0) or later
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Install ‘C6711 DSK Hardware

Install ‘C6711 DSK Hardware

The C6711 DSK should be connected prior to the installation of Code Composer Studio (CCS)
software in order for the parallel port to be configured properly.

Preparing PC Parallel Port

Before the installation of Code Composer Studio software, you may want to ensure that the PC
paralel (printer) port is configured for EPP mode of operation. Thiswill provide better
performance when using Code Composer Studio.

1

To check parallel (printer) port configuration, using the following path:

Sart menu — Settings — Control Panel
Display the window associated with the System icon.

View the Device Manager. On some Windows machines, you must select the Hardware
tab and click on the Device Manager ... button.

Expand the Ports listing to see all the configured ports. If the enhanced EPP Printer Port
is displayed, your paralel (printer) port is configured correctly.

If EPPisnot available, either ECP Printer Port or Sandard (SPP) Printer Port will also
work, though EPP is preferred due to its greater bandwidth.

If aprinter port is not displayed, you must restart your PC and follow the manufacturer’s
instructions for BIOS setup. This step can also be followed if EPP was not displayed in
the previous step, but you believe the computer is capable of EPP mode.

Once you confirm the parallel (printer) port is available, display the properties for that
port. Find the printer address setting and write it down below — it is normally 0x378.

Printer Address Setting:
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Install ‘C6711 DSK Hardware

DSK Hardware and Workshop Supplies

2. Removethe'C6711 DSK board, parallel port cable, and power supply from the
packaging:

This kit contains:

Code Compaoser Studio
CD-ROM

CE-Compliant 5V Universal
Power Supply (UPS)

DESK Board
POTTTTTTT O

LR G

AC Power Cord

Farallel Port Cable

3. Find, if necessary, the other workshop supplies. These are the additional items needed
within the workshop:

e Speaker
In most cases, you will use the external speakers already connected to the PC. These will

be disconnected and re-connected to the DSK audio output. If your PCs do not have
speakers, you will need to provide an external, powered speaker.

e Audiolnput Cable

— Tl or you should supply an audio input cable. Thiswill be connected between the
audio source (usually the PC soundcard) to the DSK input.

— Again, thisisnot part of the DSK kit itself, rather, if supplied by TI it will be shipped
in along with the other supplies.

e Workshop CD-ROM
— Thisis separate from the CD-ROM shipped with the C6711 DSK.

—  Theworkshop (2™) CD-ROM will be used later for installing the lab exercises and
Visual Application Builder (VAB).

A2 -6
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Install ‘C6711 DSK Hardware

Connecting the DSK to Your PC

------------

|||||||||||||||||

Parallel gl p—

Port I/F |

|||||||

aren.

Switches

Audio Out  Audio In LEDs

4. While no switches or jumpers affect the operation of the board, the Power-On-Self-Test
(POST) routine does read switch 2 to decide if a short or long POST should be executed.

To this end, we suggest you set all the switches UP, indicating the long POST should be run.
5. Shut down and power off the PC.

6. Connect the supplied parallel port (printer) cable to the board. Connect the other end of
the cable to the paralel (printer) port of your PC.

7. Connect the speaker cable.

In most cases you will use the external speakers supplied with the classroom machines. Find
the cable that connects the external speakersto PC you're using. Remove the speakers mini-
jack from the back of the computer and plug it into the AUDIO OUT connector on the DSK.

8. Install an audio cable from the PCs sound-card output to the DSK audio input.

You may or may not have audio input cables available. If you do, then connect it. During the
Power On Salf-Test (POST) and board confidence test (run later) you will hear the audio
input passed through to the speaker if an audio input is connected.

9. Finally, plug the DSK power supply into the wall and the DSK.

When you connect the power, a 'Power-On-Self-Test' (POST) will boot-load from the DSK
flash memory and execute.

e TheDSK LEDswill count asit sequences through the test.

e If audio is connected to the MIC input, audio pass-through should be heard first ...
... followed by atone.

e Thetest completes with al LEDs flashing, then all OFF.

o If thetest sequence does not begin or complete successfully, try ‘cycling' the power by
plugging and unplugging the power cord. (If this doesn’t work, then either the flash
memory must be reprogrammed or the DSK hardware is defective.)

10. Power up the PC.
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Install ‘C6711 DSK Software Tools (CCS)

Install ‘C6711 DSK Software Tools (CCS)

If you have a previous version of CCSinstalled, CCS version 2.0 installation will allow you to
either uninstall the previous version or install to a separate folder. For the ' C6711 One-Day
Workshops, for simplicity sakeit is suggested that you uninstall any previous version of Code
Composer Studio.

Note: If you have the full version of CCS version 2.x, you can install this rather than the limited
version of CCS version 2.x that comes with the C6711 DSK.

Find Code Composer Studio Installation Setup File

For your convenience, Tl has constructed a single CD-ROM which contains al the files needed to
install any one of the five 1-day workshops offered by Texas Instruments. Not only does this
mean you won't have to swap between two CD-ROMsto install all the required files, but amenu
helps you find (and remember) the various files and software.

11. Insert Master 1-day Workshop Installation CD-ROM into your computer. The
following menu should appear automatically (if it doesn’t run autorun.exe from the CD-
ROM).

e AutoPlay Menu =

Texas Instruments
1-day Workshop Installation Master CD-ROM

Install C2000 1-day Workshop
Install C5000 1-day Workshop

S P Install @6000 1-day Workshop
Click Here

TEXAS INSTRUMENTS Install 5S*8I0S 1-day Workshop

TECHNOLOGY Install DSP Algorithm Standard
1-day Workshop

Exit

12. Click on the Install C6000 1-day Workshop menu item. This should cause the next
screen to appear ...
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Install ‘C6711 DSK Software Tools (CCS)

& AutoPlay Menu =]

C6000 One-Day Workshop

Installation

1. Installation Instructions (PDF)
2. InstaIIECS for C6711 DSK
3. Install B

4. Install C6000 Lab Files

wior C6711 DSK

Main Menu
Exit

13. Choosethe Install CCSfor C6711 DSK menu item. This should start the setup.exe file
for the CCSinstallation. Y ou should see the graphic shown for step 14.

As an alternative to steps 11 thru O.
e Find the Code Composer Studio (version 2.x) software CD-ROM that ships with the DSK.

Note: a second ‘ C6711 DK Workshop CD-ROM has been provided for installing the other
software required by the workshop.

e Insert the CCS CD-ROM into the computer.

We will use <CD-ROM path> to indicate the path where the CD-ROM resides.
e Open Windows Explorer to the <CD-ROM path>.
¢ Run Code Composer setup (SETUP.EXE). The path should be:

<CD- ROMpat h>\ set up. exell
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Install ‘C6711 DSK Software Tools (CCS)

Install Code Composer Studio
14. When the CCS Installation menu appears, select Code Composer Studio.

&T% THE WORLD LEADER I N DSP AND ANALODG

Install Read
* Code Composer Studio * Release Notes
» Adobe Acrobat Reader = Documentation

(required for documentation) Custiivar S B

EXIT

15. Once Code Composer Studio’s setup begins, you' Il have to respond to a number of
guestions. Y ou can choose the default response for most choices; we' Il indicate when you

need to select something different.

Welcome

Wwelcome to the Code Compozer Studio DSE. Toolz
Setup progran.  Thiz program will install Code
- Composzer Studio DSE. Tools on your computer.

gComposer 2
studio It iz gtrongly recommended that pou exit all \Windows programs
before running thiz Setup prograrm.

Click Cancel to quit Setup and then cloze any programs pou
have nning. Click Mext to continue with the Setup program.

WARMIMG: This program is protected by copunight law and
inkernational treaties.

Unauthorized reproduction or distribution of thiz pragram, or ang
portion of it, may resulk in severe civil and ciminal penalties, and
will be prozecuted to the maximunm extent pozsible under law.

Cancel |
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Install ‘C6711 DSK Software Tools (CCS)

16. The next two dialogs deal with the End User License.

5 oftwan

=

DSP Starter Kit End-User License

cenze Agreement

Flease read the following License Agreement. Press the PAGE DOWHN key to see
the rest of the agreement.

Important - Read carefully: This DSP Starter Kit End-Leer License [“Agreement'']

iz a legal agreement between vou (either an individual or entity] and Texas
Instruments Incorporated ['TI"). The Licensed Materials subject to this

Agreement are separated into bwo categories: Demanstration M aterials and DSE
Materiale. The "Demonstration Materials" consist of the enclosed or downloaded
zoftware programe located in the directanies marked "dema’’ or within a
sub-directony to a directory marked "demo' and any documentation associated with
these programs. The "DSK Materials'" consist of the iemaining enclosed or
downloaded software programs and any documentation associated with these
pragrams. The DSK Materials include Tl proprietary pragrams that are designed
and licensed for execution solely and exclusively on processing devices
manufactured by or for TI. The Demonstration katerials include programs owned by

]
Do pou accept all the terms of the preceding License Agreement? [f you chooze Mo, Setup

will cloze. To install Code Composer Studio DSE. Tools, you must accept this agreement.

< Back Yes Ha |

enze Acknowledgement E

Software Licenze Acknowledgement ;I
Thank you for accepting the faregaing agreement.

f'ou are now licensed ta incorporate target-side software
congigting of DSP/BIOS object code within pour production
platform. The licensed uze of ruretime DSP/BIOS code is

in addition to that of the host-based development

software toals included in this package.

EComposer 2
studio

For mare information about uzing DSPABIOS within your
development and production environments. please refer to
the user's guide and enclosed tutorials.

L]

< Back

Heut >

Cancel |

17. Again, take the default to install both CCS and the online PDF manuals.

ponent Sele |

sComposer 2

studio

Select the compaonents you want ta inzstall, clear the componentz
you do not want to inztall,

Online Manuals [FOF Format]

37287 K

Select Al I

Clear&ll |

¢ Back | MHewt > | Cancel |
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Install ‘C6711 DSK Software Tools (CCS)

18. Select New Installation.

Installation Options |

— Installation Type

" New Installation

!ﬁl]]llllllSﬁl ve " Merge, Upgrade or Reinstall an existing |nstallation

studio

— Destination Folder

AU Browse... |

— Dezcription

Setup will ingtall Code Compozer Studio DSE. Toolz 2 in ;I
folder <c:tiz. Toinstall in a different folder, click Browse
and zelect anather folder.

< Back

Again, if apreviousinstallation exists, we suggest you uninstall it.

Question |

Code Compozer Studio DSE Tools 2 ['CEO00] iz already installed in <c: .
Whould you like ko reinstall it?

ez

19. Next you'll run into the summary of current settings and installation plans. Go ahead and
click Next.
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Install ‘C6711 DSK Software Tools (CCS)

Begin D ata Transfer |

Setup haz enough infarmation to start copring the program files.
[f you want to rewiew ar change any zettings, click Back. [f pou
are zatizfied with the zettings, click Mest to begin copying files.

sComposer 2

studio Current S ettings:

Inztaling Components: ﬂ
Code Compozer Studio DSE Toolz 1.959p.14
Dnline Manualz [PDF Farmat)

T arget Directany:
b

Inztallation Type:
Mew Inztallation

Dizk. Space Required:
465 MB
<

¢ Back

20. CCS setup program will remind you to connect the DSK. Y ou should have already done
this as described on page A2-5. Go ahead and click OK.

Information |

@ Fleaze connect and reset your DSE board.

21. You should see the installation progressing. At one point, a DOS window will open while
the parallel port is configured.

If aDSK was not connected, you will see the DOS window pause with a message indicating
how to configure the DSK once it is connected.
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Install ‘C6711 DSK Software Tools (CCS)

22. When installation is completed, you should see the following dialog.

We suggest you deselect both checkboxes.

Sewp Complete

sComposer .2

dio

slu

Code Compozer Studio DSE Tools has been successfully
inztalled. By registenng vour purchase, you will recere
up-to-date email natification of patches, updates, and new
WEIZIONS,

Y'ou may register on-line now if you have Intemet access, or you
ray mail in your registration card.

[ Reqister Code Composzer Studio DSE T ool: on-line

[, Fead releaze notes [&ntitius alertf

s

[f you chooze to register on-ing you will need to be connected
to the Intemet. Each of theze ophions will open in a nev
veb-brovzer window,

¢ Hack I Finizh I

23. If requested, go ahead and let the computer reboot. If areboot is not required, the CCS
installation program won’t request it.

24. Upon completing CCS installation successfully, you should see the following window.

IgWelcome to Code Composer Studio v 2.0

—

has been successfully installed on
your computer.

Welcome
Code Composer Studio v2 for your DSK @ CCs 2

To start Code Composer Studio v2,
click this icon on the desktop

If you have not installed your hardware,
do so now. For more information,

refer to your QuickStart documentation
included with the product.

A Learn Explore CCS on the Web
Ready to learn the Explore the new nﬂp:ﬂ Discover the full advantaga
i basics of Code 3 features of Code of eXpressDSP™. Find links to

Composer Studio? Composer Studio. FAQ's, chat rooms and
Take the tutorial. Watch the application info at the
mulimedia demos, DSP Developers’ Village.

Y ou have successfully installed Code Composer Studio.

A2 -14
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Install Acrobat Reader

Install Acrobat Reader
If this PC aready has Adobe Acrobat installed then these steps may be skipped.

Note: If you have aversion of Acrobat prior to 4.0, we suggest you upgrade to version 4.0.

25. Similar to steps 0 — O, open Windows Explorer to the <CD-ROM path> and run setup.
<CD- ROMpat h>\ set up. exel

26. When the CCS Installation menu appears, select Adobe Acrobat Reader.

&%ﬂuﬂgﬂm THE WORLD LEADER IN DSP AND ANALOG

Install Read
* Code Composer Studio * Release Notes
* Adobe Acrobat Reader s Documentation
required for documentation :
(Ll ’ iy ko Customer Support Guide
EXIT

27. You can go ahead and accept all the defaults while installing Adobe Acrobat 4.0.
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Install VAB

Install VAB

28. From the same I nstall C6000 1-day Workshop menu page (accessed in steps 11-12),
choose Install VAB for C6711 DSK.

& AutoPlay Menu ]

C6000 One-Day Workshop

Installation

1. Installation Instructions (PDF)
2. Install CCS for C6711 DSK

3. Install‘afAB for C6711 DSK

4. Install #E:EE0 | ab Files

Main Menu
Exit

29. On the VAB installation screen, choose Install VAB.

i1 Visual Application Builder

D5P Solstions

Tazai Inatraman

B ﬁ' sim

vlh

Visua lication Builder 3 Cnntact Infn

Hl’.k N no time!l » S
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Install VAB

30. Once VAB installation has begun, it will ask you for aKEY number.
If installing in a classroom, use the following key for al the classroom computers.

JJJJJ- XEXXXK- XXXXK- XXKXK- XXXXXD

Thiskey installs a demo version of VAB. It does not require authorization viathe Internet,
but it will only be good for 90 days.

Other VAB Key options/comments

If you are a student, locate your VAB Key on the Workshaop files CD-ROM (or CD-ROM
jewel case). Each CD-ROM should have its own KEY number. A couple of points about
the VAB CD KEY:

If you did not receive a KEY number or you cannot find it, please contact Hyperception
and they will provide one via the phone or email. They can be reached at:

Hyper ception, Incorporated
Voice: 214-343-8525 ... Fax: 214-343-2457
info@hyperception.com
www.hyperception.com

Each user should have their own KEY number (unless you have purchased a site license
from Hyperception).

If you are a Tl employee, contact Hyperception for a key which provides full accessto
VAB and its features.

A specific KEY isnot tied to the installation CD, rather, once installed it’stied to a
specific installation on a computer.

31.

32.

33.

If you encounter any dialogs that VAB displays, take the default options.
— When asked if changes should be made to the autoexec.bat file, choose “yes’.
— Note, when installing the full version of VAB, you’ll want to choose the appropriate driver —

say ‘C6711 DSK. Using the demonstration version, you only have the choice of the DK
driver.

When all the components of VAB have been installed you will be asked to reboot the
computer.

After VAB installation has completed run VAB from the Start menu to verify it was
installed correctly. (Note, you should have the DSK connected and CCS closed when
starting VAB.)

Note:

Note:

When installing VAB on aWinNT machine, only the user performing the install will have the
proper setup (specifically, the toolbars). Therefore, you must install VAB for each NT user to
properly setup the registry. This only presents a problem when an administrator sets up VAB for
use by another WinNT user.

To solve this problem, double-click on the *.reg files located in the c:\c60001day\lab7 folder.
Should you need to uninstall VAB, you may be asked to unauthorize the software. Thisis

particularly important if you have purchased the full version. Thisis easily accomplished from the
Help menu within VAB.
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Install ‘C6000 Workshop Files

Install ‘C6000 Workshop Files

These stepsinstall the lab exercises used in the * C6711 One-Day Workshop.

34. Verify that the folder C:\c60001day does NOT exist.
If it exists, DELETE it.

35. From the same I nstall C6000 1-day Wor kshop menu page (accessed in steps 11-12),
choose Install C6000 L ab Files.

&2 AutoPlay Menu = =1

C6000 One-Day Workshop

Installation

1. Installation Instructions (PDF)
2. Install CCS for C6711 DSK
3. Install VAB for C6711 DSK

4. [Estall C6000 Lab Files

Main Menu
Exit

36. This selection runs C60001day.exe which will open the following dialog box. Use the
default location ( C:\ ) and extract the files by clicking on the Unzip button.

Wwinfip Self-Extractor - cb0001 day.exe |

Ta unzip Al files in cBO001 dap. exe to the specified |7 yiooes
folder prezs the Unzip buttan. oot i h £
ip

Rur wine
IInzip to folder: LIF A

II::I" Browse. . | Close |

¥ Ovenite files without prompting
About |
Help |

This creates the folder ¢:\c60001day and its subfolders.
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Install ‘C6000 Workshop Files

37. When thefile installation is complete, you'll see the following notice. Click OK.

Wwincip Self-Extractor

03 filelz] unzipped successzfully

(Note, the number of files shown in the example above may be different from what you see.)

38. Now you can Close the C60001day.exe dialog.

Wwincip Self-Extractor - cb0001 day_exe
To unzip all files in cB00071 day.exe ta the zpecified Urzip |
folder prezs the Unzip buttan. =

Run "Winei |
Unzip ta falder: L Wi ip

IE:H Browsze. . |

¥ Ovenite files without prompting

39. Go ahead and hit the F5 key. This will force Windows Explorer to refresh its windows.
After refreshing, you should see the C:\c60001day subdirectory.
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Desktop Configuration

Desktop Configuration

Configure CCS Desktop Icon 3
(o]
40. Next, let’s modify the desktop icon. : SE'T::TD -
Right-click on the CCS icon on the desktop e
and choose Properties. Copy
Creake Shaorkeout
Delete
Rename

[ o |

41. In the CCSicon properties, change the Run line to Maximized.

CCS 2 {'C6000) Properties i el

Gemeral  Sharkout | Securit_ul I:n:nmpatil:-ilit_l,ll

ﬂ CCS 2 [CR000)

T arget type: Application

Target location: bin

Target; C:Atihcchbinbcc_app.exe o \depBimyDefault wks

¥ Funin separate memoy space. | Fun as different user

Start in: Ic:'\dspE'\Iabs

Shortcut key: IN ane

Rur: b aximized j
M armal window
Caomriett: Minimized

A2 -20
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Desktop Configuration

Configure Windows Explorer
42. Open Windows Explorer.

43. In Windows Explorer, we need to change a couple viewing options. Without this, it's
difficult to decipher between lab files.

Sel ect [Mi ew. Fol der OOpt i ons..[J
On some Windows systems, you may find it at:

Tool s: Fol der OOpt i ons..0
44. Select the View tab in the Folder Options dialog box:

Folder Options [ 2] ’

General  Miew IFiIe T_I,Ipesl

— Folder wigws

e You can make all your folders look the same.
| I

Like Current Folder Heszet All Folders

Advanced settings:

|1 Files and Folders -
O Allaw all uppercasze names
Dizplay the full path in title bar
(21 Hidden files
{3 Do not show hidden files
{3 Do not show hidden or spstem files

Ei hiow all files
’D file: extenzions for known file types |
Femember each folder's wview settings
O Show file attributes in Detail Yiew
Shove Map Metwaork Drive button in toolbar
Show pop-up description for folder and desktop items. LI

Restore Defaulk: |

] Cancel | Apply |

45, Check the Show all files radio button.
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46. Then, uncheck the Hide file extensions for all known file types checkbox.

Folder Options I

Gieneral  Wiew IF“E T_I,Ipesl

— Folder wiews

(o You can make all your folders look the same.
| I

Like Current Folder Rezet All Folders

Advanced settings:

| Files and Falders -
O Allaw all upperzaze names
Dizplay the full path ik title bar
(21 Hidden filez
O Do ot show hidden files
) Do not show hidden ar spstem files
& Show all files
Hide file extenzsiong for known file lpes
%Hememher each folder's wiew settings
[ Shaw file attributes in D etail Yiew
Shiow Map Metwork, Drive buttan in toolbar
Show pop-up description for folder and desktop items. ;I

Festore Defaultz |

k. Cancel | Apply |

A2 -22
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Test ‘C6000 DSK Installation and Configure CCS

Before you trying running these tests, has the parallel port been properly configured?

o If the DSK was attached to the PC when installing Code Composer Studio, the parallel
port should have been configured.

o If it wasn't attached, please attach the DSK and configure the parallel port using the
instructions provided in the Appendix. Then come back to this step.

DSK Confidence Test

Here's a coupl e notes before you begin the test:

47. Run Confidence Test from the PC Host.
For your convenience, we have created a conftest.bat file in the directory with the other
workshop lab files.

— Navigateto: c:\c60001lday\ | abs\| ab2
— Double-click on the batch file: Conf Test . bat
— Close the DOS window when the tests are completed

48. Y ou should see something along these lines ...

TMS320C6x11DSKOConf i dencelTest, [(Mer si on[11. 30, OOct (119990
Copyri ght [ c) (1999(by[MTexas [l nst r ument sl ncor por at ed. (00
Al Ori ght sCreserved. O

O

Test ORunOTi me: 009: 39: 390PMITest [Run[Dat e: (Dec[114, (119990

O

USER_SWB=00USER_SW2=00USER_SW.=00Boar dRev=10

O

Command=ISRAM . . .. ....... ... ... ... Resul t =>OPASSED! O
Command=SDRAM . . .. ..... ..ot Resul t =>[PASSED! [
Command=FLASH. . . .......... ... ........... Resul t =>OPASSED! [
Command=MCBSP. . . ........................ Resul t =>0OPASSED! [
Command=TIMER . ........ ..., Resul t =>PASSED! [
Command=QDMA. . . ... ... Resul t =>OPASSED!
Command=LEDS. . . AreTheyFl ashi ng?..... .. Resul t =>0OPASSED! [
Command=CODEC. . | sOTone/ Musi cOPl ayi ng?. . . Resul t =>PASSED! [J
O

TMB320C621100DSKConf i dencelTest OPASSED!
... [ONolk est [f ai | uresf ound! O

oQOoO

osi nglLog(Fi | e: Odsk6xt st. | ogd
** JTMS320C6x 11 0DSKCConf i dencelTest OConpl et e! [ *
e The SDRAM may take awhile due to the large amount of SDRAM on the ‘C6711 DSK.

e The CODEC test performs two operations. 1KHz tone output, and an audio input-to-
output loopback. To hear these tests the speaker and audio source must be connected.

Note: If the DSK fails the Confidence Test, please assure that you have properly connected all wires and that
none of them are loose.

If thewiring is OK, did the POST run when power was applied? Try unplugging and plugging back in
the power jack to test this again?

If all elsefails, please ask your Tl contact for assistance.
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Run/Configure Code Composer Studio

Finally, you need to confirm CCS runs and set/verify three option settings.
e Program load after build
e Choose text-based linker
e Disable debugger’s memory mapping

49. Run Code Composer Studio. y
L
doubl e-cl i ckOon[t hedCCSldeskt oplli conl] sz
('Ca000)

Note:

If you see the following dialog:

Code Composer Setup E

& Orne or more resources is invalid. Check that device drivers actually exizt. You may have to remove bad rezources to
exit Setup.

It usually means that a previous version of CCS wasn’t completely uninstalled. The CCS
uninstall does not always remove all the registry entries. This should only occur once.

Note:

If you seethis dialog:

CPU_1 - DSF Device Dnver |

Can't Initialize Target DSP
140 Port = &

Board Wame: CE211 DSE [Texas [nztruments)
Cpu Mame: CPU_1

Abort: Close Code Compozer Studio.

Retny: Ty ko inbialize the target again.

lghore:  lgnore the initialization errar and start
without target debugging access.

Retry | lgnore |

CCSisnot able to connect to the DSK. In fact, the Confidence Test you ran earlier al'so
should have failed. If it did not fail, then either CCSetup needs to be run (see page A2-26), or
CCS must be reinstalled. If both the Confidence Test and CCS connection have failed, then
you most likely are encountering a physical and/or Windows parallel port driver connection
problem.

A2 - 24
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Test ‘C6000 DSK Installation and Configure CCS

Set Program Load after Build
50. Open the CCS customize options dialog: Option:Customize...

51. Navigate to the Program Load Options tab and click Load Program After Build.

x

E ditar F'ru:upertiesl Keyboard Program Load Options |Eu:untru:u| window Displayl File .&u:u:essl e I "I

¥ Peiform verification after Program Load

|7[%Ln:|ad Progran &fter Build

[ Add Symbalz With Offzets

[ Do Mot Scan Dependencies *hen Loading Projects
[T DoMat Set C1O Breakpoint &t Load

[T DoMot Set End OF Program Breakpaoint £t Load

[ Load types on demand

k. I Cancel Apply Help

52. Click OK to save the change and close the Customize dialog.

Choose Text-Based Linker
53. Open the CCS linker selection dialog: Tools:Linker Configuration

54. Select Usethetext linker and click OK (as shown below).

Linker Configuration x|

Code Composer can link TMS 320062 applications
with either the Yizual Linker ar the test linker.

MOTE: Changes will not take affect until Project -
Rebuild &ll iz imvoked.
]
£ Use the Yizual Linker
Cancel

'F%LI se the text linker
Help

Pl

55. Close CCS.

@2001 Texas Instruments, Inc. - 'C6711 One-Day Workshop Installation A2 - 25



Installation Appendix

Installation Appendix

Configure Code Composer Studio

Code Composer Studio (CCS) can be used with various Tl processors — such as the C6000 and
C5000 families— and each of these has various target-boards (simulators, EVMs, DSKs, and
XDS emulators). Code Composer Studio must be properly configured using the CCS_Setup
application.

In this workshop, you should initially configure CCS to use the C6x11 DSK 378 EPP Mode.

Procedure
1. Start the CCS Setup utility using its desktop icon:

»

Setup CC5 2
("Ce000)

Note: Beaware there are two CCSicons, one for setup, the other to start the main CCS
application. Y ou want the Setup CCS C6000 icon.

If you cannot find the desktop icon shortcut, try looking for it under the Windows START
menu (Start—Programs—Texas | nstruments—Code Composer Sudio 2 (' C6000) —Setup
Code Composer Sudio).

If al elsefails, you should be able to find the programitself at: c:\ti\cc\bin\cc_setup.exe
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2. When you open CC_Setup you should see a screen similar to this:

g Code Composer Studio Setup I [m] 3

systemn Configuration — Aveailable Configurations ]

E_m— CEZ01 & CE70 EVM [PCI) ﬂ el
CE201 Sim Big Endian Map 0 Import | e

E """ ql CEXNK Simulatur (TEXEIS I EEzl:I-I Sll'ﬂ Blg Endian MEIFI -I
el CPULL CE207 Sim LH Endian Map 0

CE207 Sim LH Endian tap 1 Clear |
CE202 Sim Big Endian Map 0 LI

— Filkers
F armily Platform Endianness

all E R E |

— Caonfiguration Description

v Shiow this dialog nest time Setup is launched

Advanced »» | Save and Quit

Cloze | Help

d |

|Drag a device driver to the left to add a Board €0 the syskem.,

Y

Note:If you don't see the Import Configuration dialog box, you should open it from the menu
using FILE:IMPORT...

Once the Import Configuration dialog box is
open, you can change the CC_Setup default to
force this dialog to open every time you start
CC_Setup. Just check the box in the bottom of the import dialog.

[# Showe thiz dialog nest me Setup iz launched
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3. Clear the previous configuration.

Before you select anew configuration you should delete the previous configuration. Click the

Clear System Configuration button. CC_Setup will ask if you really want to do this, choose
“Yes’ to clear the configuration.

—Awailable Configurations

CE201 & CEZOT EVM (PCI) ﬂ

CE201 Sim Big Endian Map 0 gt |
CE201 Sim Big Endian Map 1

CE207 Sim Lt Endian tap 0

CE201 Sim LH Endian Map 1 -l

CE202 Sim Big Endian Map 0

4. Select anew configuration from thelist and click “ Add to system configuration
button”.

Select the C6x11 DSK 378 EPP Mode configuration as shown below and click Import.

Import Configuration ed |

— Awvalable Configurations

CE<T1DSK Port 278 EPP Mode
CE<T1105K Port 273 SPP Mode

CE411D5E, Port 378 EPF Mode
CE<1105kK, Port 373 5PP Mode
CE<1105kK, Port 3BC EPP Mode LClear |
CE#11D5k. Port 3BC SPP Mode
— Filters
Farmly Platform Endianness

cBr ) fdsk M =]

— Configuration D' escription

CE=11 DSE connected via Physical 140 port 04378 in Enhanced
tode.

v Show this dialog nest time Setup is launched

Advanced »> | Sawe and Guit

Cloze | Help

Port 378 is the most commonly used option. The port required will depend upon which port is

enabled and supported on your PC. Please refer to step 1 (page A2-Error! Bookmark not
defined.).

5. Save and Quit the Import Configuration dialog box.
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Configure Parallel Port

If you installed the Code Composer Studio software without a‘*C6711 DSK attached, the parallel
port was not configured. It’s easy to run the PP config utility, though.

1. Hook upthe DSK as described earlier.
2. Runthe Parallel Port Configuration utility.

St art —Progranms—TexasO nst rument s—CodeldConposer (2 * C6000) O
—C6x11DSKOUt i Iiti es—Confi gur edC6x110DSKO
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